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This user manual contains important information regarding the installation and operation of your carbon monoxide alarm. Please take a few minutes to
thoroughly read this manual which should be saved for future reference. If you are installing the carbon monoxide alarm for use by others, you must
leave this manual—or a copy of it—with the end user.

1 Introduction

This device is a battery-powered CO (carbon monoxide) alarm with an advanced electrochemical sensor for domestic use.
These CO alarms can be connected to the X-Sense SBS50 base station using the X-Sense Home Security app. After connecting to the base station, these
alarms will be interconnected, so when one alarm is triggered, all will sound an alarm.
Please note that this carbon monoxide alarm is designed to detect carbon monoxide gas from any combustion source. This device does not detect
smoke, heat, flames or any hazardous gas other than carbon monoxide even though carbon monoxide can be generated by fire. For this reason you
must install smoke alarms to provide early warning of fire and to protect you and your family from fire and its related hazards.
A WARNING!
« CAUTION: READ THE INSTRUCTIONS CAREFULLY BEFORE OPERATING OR SERVICING.
« THE INSTALLATION OF THE APPARATUS SHOULD NOT BE USED AS A SUBSTITUTE FOR PROPER INSTALLATION, USE AND MAINTENANCE OF
FUEL-BURNING APPLIANCES INCLUDING APPROPRIATE VENTILATION AND EXHAUST SYSTEMS.
« THIS APPARATUS SHOULD BE INSTALLED BY QUALIFIED PERSONNEL.
«IF THE DEVICE IS TAMPERED WITH, THERE MAY BE A RISK OF ELECTRIC SHOCK OR MALFUNCTION.
«ITISNOT TESTED FOR USE IN A CARAVAN OR BOAT.
« THIS PRODUCT IS INTENDED FOR USE IN ORDINARY INDOOR LOCATIONS OF FAMILY LIVING UNITS.
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CAUTION! 1.2 Technical Specifications
This alarm will only indicate the presence of carbon monoxide gas at the sensor. Carbon monoxide gas may be present in other areas.

Power Supply
1.1 Product Overview Maximum Service Life
Battery Life
Sensor Type
Safety Standard
. CO Alarm Response Time
LCD Display Test/Silence Button
518772 S S -

LED Indicator =
Red/Yellow/Green/Blue) Operating Temperature

Operating Relative Humidity
Storage and Transport
Alarm Noise Level

Silence Duration

B Battery Status Band
Max. RF Power

Peak Concentration
Indication

Maximum Number of Interconnected Units
Transmission Range

CO Concentration

3V (=) CR123A lithium battery x 1 (replaceable)

10 years

5 years

Electrochemical

EN 50291

50 ppm: 60-90 minutes
100 ppm: 10-40 minutes
300 ppm: < 3 minutes

4.4-37.8°C (40-100°F)

10%-85% RH (non-condensing)

This apparatus should be stored at -10-50°C (14-122°F), 5%-95% RH (non-condensing)

>85dBat3m (10 1) @ 3.2 + 0.3 kHz pulsing alarm

< 9 minutes

869.25-869.3 MHz

10mwW

24 wireless units (only compatible with X-Sense Link* Pro and Link* wireless alarms)

QOver 500 m (1640 ft) in open air
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1.3 Package Contents

1 x CO Alarm

1 x CR123A Battery (Pre-installed)
1 x User Manual

2 x Anchor Plugs

2 x Screws

1.4 CO Concentration and Symptoms
The following symptoms are related to CARBON MONOXIDE POISONING and are to be discussed with ALL members of the household:

Mild Exposure Slight headache, nausea, vomiting, fatigue (often described as “flu-like” symptoms).
Medium Exposure Severe throbbing headache, drowsiness, confusion, fast heart rate.
Extreme Exposure Unconsciousness, convulsions, cardio-respiratory failure, death.

A WARNING

« THIS APPARATUS IS DESIGNED TO PROTECT INDIVIDUALS FROM THE ACUTE EFFECTS OF CARBON MONOXIDE EXPOSURE. IT WILL NOT FULLY
SAFEGUARD INDIVIDUALS WITH SPECIFIC MEDICAL CONDITIONS. IF IN DOUBT, CONSULT A MEDICAL PRACTITIONER.
« MANY CASES OF REPORTED CARBON MONOXIDE POISONING INDICATE THAT WHILE VICTIMS ARE AWARE THEY ARE NOT WELL, THEY BECOME SO
DISORIENTED THEY ARE UNABLE TO SAVE THEMSELVES BY EITHER EXITING THE BUILDING OR CALLING FOR ASSISTANCE. YOUNG CHILDREN AND
040

HOUSEHOLD PETS ARE TYPICALLY THE FIRST AFFECTED.

1.5 What to Do When the Alarm Sounds

WARNING

Actuation of your CO alarm indicates the presence of carbon monoxide (CO) which can KILL YOU. If alarm signal sounds:

1) Operate test/silence button;

2) Call your emergency services;

3) Immediately move to fresh air-outdoors or by an open door/window. Do a head count to check that all persons are accounted for. Do not reenter
the premises nor move away from the open door/window until the emergency services responders have arrived, the premises have been aired out,
and your alarm remains in its normal condition.

4) After following steps 1-3, if your alarm reactivates within 24 hours, repeat steps 1-3 and call a qualified appliance technician to investigate sources of
CO from fuel-burning equipment and appliances, and inspect for proper operation of this equipment. If problems are identified during this
inspection, have the equipment serviced immediately. Note any combustion equipment not inspected by the technician and consult the
manufacturers' instructions, or contact the manufacturers directly, for more information about CO safety and this equipment. Make sure that motor
vehicles are not operating in an attached garage or adjacent to the residence.

1.6 More Detailed Information on Conditions Which Can Result in Transient CO Situations, Such as:
1. Excessive spillage or reverse venting of fuel burning appliances caused by:

- Outdoor ambient conditions such as wind direction and/or velocity, including high gusts of wind; heavy air in the vent pipes (cold/humid air with

extended periods between cycles).

- Negative pressure differential resulting from the use of exhaust fans.
« Simultaneous operation of several fuel-burning appliances competing for limited internal air.
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«Vent pipe connection vibrating loose from clothes dryers, furnaces, or water heaters.
« Obstructions in unconventional vent pipe designs amplify the above situations.

2. Extended operation of unvented fuel-burning devices (range, oven, fireplace, etc.).
3. Temperature inversions which can trap exhaust gasses near the ground.

4. Caridling in an open or closed attached garage, or near a home.

2 Adding the Alarms to the Base Station

2.1 Device Setup
Download the X-Sense Home Security App

EsfRumE  E o]

To download the X-Sense Home Security App, scan the QR code or search for “X-Sense Home Security” in the
Apple App Store or Google Play. Sign up with a valid email address. If you already have an account, make sure the
app is updated to the latest version.

o
R Note: Make sure your smartphone supports iOS 11 and higher, or Android 8.0 and higher.

Before connecting devices, make sure that:
1.You know your Wi-Fi network name and password.
2.You are connecting your device using a 2.4 GHz Wi-Fi network (incompatible with 5 GHz Wi-Fi network).
3. Make sure the Bluetooth on your phone is turned on.
06 ¢

Note: When the device is configured via Wi-Fi, make sure your mobile phone and devices are as close to the router as possible, which can speed up
device configuration.

To Activate the Device
This device is equipped with a battery insulating film to ensure it will not be powered on during transportation before it has shipped from the factory.
When installing this product, you will need to pull out the film before powering on and activating the device.

Insulating Film

Before use, pull out the battery insulating film from the battery compartment to power on the device. After the device is turned on, the buzzer will beep
once, the LCD backlight will light up, and the LED indicator will flash through 8 cycles (yellow/green/red). The device will then enter standby mode.
e (07 o



Follow the process below to open the battery compartment cover: 1.Tap "@®", select "Carbon Monoxide Alarms", and then select “Link* Pro CO Alarms (Working with SBS50 Base Station)” in the product list. Enter a name

Hold the alarm with both hands and put your thumbs on both ends of the battery compartment cover. Then, push the cover upwards with some force for the alarm. Then select the room in which it is installed. Then, tap “Next” to enter the pairing page.

to remove it. 2. Follow the prompts on the page by quickly pressing the test/silence button twice on the alarm until the LED flashes green rapidly, indicating that the
device is waiting to connect to the Wi-Fi.

3.Tap "Next" to add the device. You will hear "Ready to add the device."

4. After successfully connected, you will hear “Device added” and the “Device added"” page will appear. Then you can find the carbon monoxide alarm in

the device list.
5. If you want to add multiple devices into the system, please repeat the above steps.

o Quickly press the
The LED indicator test/silence button twice

will flash green

Connect the Link* Pro Carbon Monoxide Alarm to the Base Station
The Link* Pro Carbon Monoxide Alarm can be connected to the base station through the wireless network. When the alarm is connected to the base
station, you can receive push notifications wherever you are to stay informed of the device status, and to silence an alarm from your smartphone. NOTE: if you fail to add the carbon monoxide alarm to the network within 60 seconds, the device will automaticaily exit the network configuration. To
Note: Before adding devices to the system, make sure the base station has been successfully added to the app. re-enter the network configuration, you need to repeat the above steps.
e (08 o *09



2.2 App Features

Notifications: You will receive push notifications on the app for CO alarms, danger cleared, low battery, device malfunction, end of life, etc.
Device Test: Simply tap the “Device Test"button in the app to test whether the device is functioning properly.

Device Sharing: You can share the device with your family members and friends. They will receive app push notifications for alarms and have the
ability to silence the device, view historical events, etc.

3 Interconnect the Alarms Without Adding to the Base Station

If you don't want to add the carbon monoxide alarms to the base station, you can connect the carbon monoxide alarms using RF technology to create

an interconnected alarm system. However, you will no longer be able to receive push notifications on your phone from the X-Sense Home Security app.

Note: The XCO1-M carbon monoxide alarms can be connected to the X-Sense Link* Pro and Link* alarms using wireless interconnection without being
connected to the base station.

3.1 How to Set Up and Interconnect Wireless Alarms
All X-Sense wireless interlinked alarms contain a built-in RF module that enables you to wirelessly connect 2 or more interlinked alarms and create an
interlinked network. When one unit is triggered, all interconnected alarms will sound. The X-Sense wireless interlinked alarms series contain wireless
interlinked smoke alarms, wireless interlinked carbon monoxide alarms, and wireless interlinked smoke and carbon monoxide alarms. This model is
designed to be wirelessly interlinked with other X-Sense wireless alarms, but is not designed to communicate with wireless interlinked alarms from
other manufacturers.
The X-Sense wireless interlinked alarms in one multi-pack have already been interconnected, and the alarms in each multi-pack have their own
independent interlinked network. If you have more than one multi-pack, you will need to connect them all to the same network. Choose one
multi-pack as your base network and connect the other multi-packs to it.

e 10«

NOTE: The following instructions regarding wireless interconnection are applicable to the X-Sense Link* Pro and Link* wireless interlinked alarms only.

How to Interconnect

1. Make sure you only work with 2 units at a time, and make sure that they are both turned on to ensure successful connection.

NOTE: To turn on XCO1-M, puli out the battery insulating fiim from the battery compartment. To learn how to turn on different models of
wireless interlinked alarms, please refer to their specific user manual for more details.

2. Quickly press the test/silence button on one of the 2 units 4 times; it will beep once and the LED will flash red slowly, indicating it has entered
pairing mode and is waiting for a new unit to be added. Quickly press the test/silence button on the other unit twice; it will beep once and the LED
will flash red rapidly, indicating it is searching for a device to connect to.

3. After the search is successful and an interconnected group is created, both units will beep once and automatically exit the interconnection mode. At
this point, both units will only flash once every 60 seconds, indicating they are in normal standby mode.

4. If you want to connect a third alarm to this group, first activate a new device according to its operating instructions, and then quickly press the
test/silence button on either of the 2 previously interconnected units 4 times. This unit will beep once, and the LED will flash red slowly, indicating it
is ready to add a new device to the network. Next, quickly press the test/silence button on the new unit twice, and the LED will flash red rapidly as it
searches for a network to connect to. After the third unit successfully joins the interconnected network, both units will beep once and automatically
exit the interconnection mode.

5.1f you want to connect more units, simply repeat step 4. Up to 24 alarms can be interconnected this way. To ensure that all alarms enter the same
interlinked network, make sure you only work with 2 units at a time—one unit enters the pairing mode and the other unit enters the
searching mode.

6. Test the alarms according to the steps in the section “Alarm Testing!"
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Quickly press
L
=~ Quicky press 4times
RF 4times
GE D
' ) Quickly press
<~ twice

Quickly press
twice

Hold down

NOTES

1. The alarm will enter the searching mode or the pairing mode for 60 seconds with the LED flashing red. After 60 seconds, repeat step 2 to connect
the alarms. If needed, press the test/silence button once while the alarm is in the searching mode or the pairing mode, and the LED witi stop
flashing red and the alarm will quit the pairing mode to enter normal status.
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2. Test al wireless alarms to ensure they are interconnected before installation.
3. Amaximum of 24 wireless alarms can be interconnected on the same network.
4. The model can only be interconnected with other X-Sense Link* Pro and Link* wireless interlinked alarms.

3.2 How to Disconnect

Quickly press the Test/Silence button 4 times; the alarm will beep once. Then, hold down the button until it beeps once more to disconnect. After
disconnecting, it can be reconnected to the same network, or added to a new network.

NOTE: The X-Sense Link* Pro wireless interlinked alarms in one muiti-pack have already been interconnected. To create a new network, you will
first need to disconnect each alarm individually in this multi-pack to avoid having them all join the same network.

4 How to Install
4.1 Where to Install

Ideally, a carbon monoxide alarm should be installed in every room containing a fuel-burning appliance, and one in every bedroom.

However, if the number of carbon monoxide alarms available is limited, the following guidelines should be considered when choosing the best places

to install an alarm(s):

« If there is a fuel-burning appliance in a bedroom, a CO monitor should be installed.

« Install an alarm in rooms containing a flueless or open-flued appliance.

- Install an alarm where residents spend most of their time.

«In a studio apartment, a CO alarm should be placed as far away from the cooking appliances as possible, but close to where the person sleeps.

- If the appliance is in a room not normally used (such as a boiler room), the CO alarm should be placed just outside of this room so that the alarm can
be heard more easily.
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4.2 Improper Location to Install

Improper location can affect the sensitive electronic components in this alarm. To avoid causing damage to the unit, to provide optimum performance

and to prevent unnecessary nuisance alarms, do not locate CO alarms in the following areas:

1.1n garages or in any extremely dusty, dirty or greasy areas.

2. Where there is the possibility of smoke or fumes under normal operating circumstances.

3.In poorly ventilated kitchens, garages and furnace rooms. Keep the CO alarms at least 1.5 m (5 feet) from potential smoke or fume sources (e.g.
stoves, furnaces, water heaters, space heaters) if possible.

4.1n areas where a 1.5 m (5 feet) distance from a potential smoke or fume source is not possible. In modular, mobile or smaller houses, it is
recommended the CO alarm be placed as far from any potential smoke or fume sources.

5. Within 1.5 m (5 feet) of any cooking appliance.

6.In extremely humid areas. This alarm should be at least 3 m (10 feet) from a bath or shower, sauna, humidifier, vaporizer, dishwasher, laundry room,
utility room or other source of high humidity.

7.In areas where the temperature is colder than 4.4°C (40°F) or hotter than 37.8°C (100°F). For example, non-air-conditioned crawl spaces, unfinished
attics, uninsulated or poorly insulated ceilings, porches and garages.

8.Where the air is turbulent, such as near ceiling fans, heat vents, air conditioner vents, fresh air return vents, or open windows. Excessive air flow may
prevent any CO from reaching the sensors.

9. In direct sunlight.

10. Near large metal surfaces and/or bundles of wire.

11. Near fluorescent lights, amateur radios, electrical equipment, or other devices that may transmit an RF signal, as electronic noise may cause

nuisance alarms.

e 14

4.3 Specific Location of Installation

Installing a CO alarm in a room with a fuel-burning appliance (see Figure 1):

«If it is mounted on a wall, it should be installed at a height greater than the height of any door or window, but should still be at least 150 mm (5.9 inches)
below the ceiling.

«The CO alarm should have a horizontal distance between 1 m (3.3 feet) and 3 m (10 feet) from any potential CO source.

«If there is a partition in the room, the CO alarm should be installed on the same side of the partition as the potential CO source.

300 mm (11.8in)
‘4* CO Alarm

150 mm (5.9 in) E?

1-3m
(3.3-10ft)

DEAD AIR SPACE
DON'T INSTALL HERE

\_ -,

Figure 1: Installation in a room with a fuel-burning appliance
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Installing the CO alarm in a bedroom or room without a fuel-burning appliance (see Figure 2):
« Mount the CO alarm relatively close to the breathing zone of the occupant.
«Install the alarm such that the LED indicator is viewable when the occupant is near the alarm.

CO Alarm

‘- -l

Figure 2: Installation in a bedroom or other room without a fuel-burning appliance (installed at head level)

NOTE: Due to the product’s unique design and unfixed installation, it is not recommended to install it on a ceiling, as it is prone to falling off and
causing injuries to people.
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4.4 Installation Instructions

NOTE: Before il Hation, it is rec ded to test the interconnected alarms in the rooms where you intend to instali them to ensure that they
are within transmission range and that nothing will interfere with their communication.
WARNING

CONSTANT EXPOSURE TO HIGH OR LOW TEMPERATURES AND HIGH HUMIDITY MAY REDUCE BATTERY LIFE.

Wall Mounting

1. Choose a suitable installation location by referring to the “Where to Install” section.

2. Remove the indication sticker from the packaging and refer to the hole locations on the sticker. Draw two screw holes according to the size and
layout of the mounting holes on the back of the product. Drill the screw holes 30 mm (1.18 inches) deep using a @ 6.0 mm (1/4-inch) drill bit. Note
that the distance between the center of the two holes is 74 mm (2.9 inches).

Drill hole spacing

29in/74

Mounting Slots
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3.Insert the anchor plug into the screw hole and hammer it in until the head of the anchor plug is flush with the wall. 4.5 Alarm Testing

4. Use the two provided screws or 3.5 x 25 mm (0.13 x 0.98 in) countersunk screws to screw into the two anchor plugs. Be sure to leave a 5 mm
(1/5-inch) gap between the head of the anchor plugs and the screws, which will allow for easy device mounting.

5. Mount and lock the device onto the wall by aligning the two mounting slots on the back of the device with the screws on the wall.

6. Test the device by pushing the test button to make sure that the device is functioning properly.

Be sure to test your alarms when you turn them on for the first time, when the installation is finished or if the group configuration has changed. In
addition to the weekly tests you should perform, it is recommended to test the alarm after returning from a long trip or vacation.

If your X-Sense XCO1-M carbon monoxide alarm is interconnected to other X-Sense Link* wireless alarms, we recommend that every individual alarm
be tested during the weekly test.

Installation on a Table

The base of the detector has two feet built into the design that allow it to stand freely on a flat surface, Test a Single Alarm Test All Interconnected Alarms
Action - Press the Test/Silence button. Hold down the Test/Silence button.
Indication - Or tap the Device Test button in the app (for devices
connected to the base station).
« The alarm will emit 2 sets of four quick beeps every 5.8 seconds. | - The initiating unit will beep continuously with the LED flashing red.
« The LED will flash red during the audible signal. - Other interconnected alarms in the network will receive the signal
- The LCD will display “—," "PAS," the peak CO concentration | after 5 seconds, then they will beep continuously with the LED
recorded since the previous reset, and finally “0." flashing red and green successively. Release the Test/Silence button
« For devices connected to the base station, a push on the initiating unit and all the units will stop testing.
notification will be sent to your smartphone. « The units testing should be completed within 3 minutes.
Feet « After testing, the alarm will automatically enter standby mode. | - After testing, the units will automatically enter standby mode.
NOTE:
1. The devices connected to the base station can only be tested individually. The interconnected devices that are not connected to the base station
NOTE: When placing on a shelf, please adhere to the recommended placement as described in “Where to instail.” can be tested by holding down the test/silence button on one of the devices.
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2. The test function accurately tests the alarm’s CO sensing circuit without the need to test with CO. If your CO alarm fails to emit an audible test
signal, refer to the troubleshooting guide at the end of this manual immediately.

4.6 Battery Replacement

When the LCD displays the "Lb" message, the LED indicator flashes yellow once every 60 seconds and the buzzer chirps, remove the old batteries and
replace them with new batteries.

After replacing the battery in the device and ensuring that it is powered on successfully, the device will operate normally. For indications of battery
replacement, refer to the "Audio-Visual Display" section.

Note: Rechargeable batteries are not recommended for use with this device.

A WARNING

« KEEP NEW OR OLD USED BATTERIES OUT OF REACH OF CHILDREN.

«In the event of a battery leaking, do not allow the liquid to come into contact with the skin or eyes. If contact has been made, wash the affected area
with copious amounts of water and seek medical advice immediately.

« NEVER charge a battery unless it is a rechargeable battery.

+ Do not mix alkaline, standard (carbon-zinc) or rechargeable (Ni-Cd; Ni-MH) batteries.

- Different types of batteries or new and used old batteries are not to be mixed. Do not mix batteries of different manufacturers, capacities, or sizes.

« Batteries must be inserted with the correct polarity. Replacement of a battery with an incorrect type can defeat the safeguard. There will be a risk of fire
or explosion if a battery is replaced by an incorrect type.

« WARNING: Test the alarm for correct operation using the test facility, whenever the battery is replaced.

©20 e

5 Introduction of Functions
5.1 Test/Silence Button

The test/silence button is used to test the unit's electronics and to silence the unit during an alarm.

Short press the test button and you will hear a short beep, indicating that the alarm has entered the test mode. A test push notification will be sent to
your smartphone by the app. Please refer to the “Alarm Testing” section for further information. The alarm goes back to the standby mode after testing.
NOTE: After a test has begun, the alarm wili sound and the LED indicator will flash red. This does not indicate that CO is present. if you press the
test button during an alarm state, the unit will enter the silfence mode.

5.2 CO Alarm Levels and Alarm Mode
CO Alarm Levels
This X-Sense carbon monoxide alarm is programmed to sound an alarm at the following CO concentrations within the periods listed:
50 ppm for 60-90 minutes,
100 ppm for 10-40 minutes,
300 ppm for < 3 minutes.

When CO is detected and the alarm sounds, the CO concentration will be displayed on the LCD and a blue backlight will be lit. The LED indicator will flash

red and the alarm will issue 4 short beeps, repeating the cycle every 5.8 seconds. An alarm push notification will be sent to your smartphone by the app.

Alarm Mode

X-Sense wireless interlinked alarms can be interconnected such that any unit that senses danger will cause all other units in the interconnected network to alarm.
«21 e



For devices connected to the base station:

+When an alarm is triggered, an in-app message will appear and an alarm push notification will be sent to your smartphone.

«When one alarm is triggered, all devices connected to the system and the base station will sound an alarm simultaneously.

« The base station will automatically mute after 10 minutes of continuous alarm. After the base station stops the alarm, all devices in the interconnected
system will still alarm.

«In the case that the base station powers off and is disconnected from the network, all devices are still interconnected, so when one alarm is triggered,
all will go off.

- The volume level of the base station is adjustable. The alarms and base station can be remotely muted through the app. An app push notification will
be sent to your phone when the CO concentration drops below the alarm threshold.

CO Alarm Precaution
Dangerous CO concentration is detected, but has not reached the alarm status. The app will show a "CO Alarm Precaution" message, and an app push
notification will be sent to your smartphone. Potential dangerous CO conditions exist.

1. If the Initiating Unit is Triggered by Smoke:
When one smoke alarm is triggered in the interconnected network, the unit will beep 3 times, paired with the LED that flashes red every 4 seconds. Any
other units in the network will follow suit—they will beep 3 times every 4 seconds, paired with the LED flashing red and green in succession.

2. If the Initiating Unit is Triggered by CO:

When one CO alarm is triggered in the interconnected network, the unit will beep 4 times every 5.8 seconds, paired with the LED flashing red. Any

other units in the network will follow suit—they will beep 4 times every 5.8 seconds, paired with the LED that flashes red 4 times first, followed by the

LED that flashes green once with every beep. When the CO concentration level drops below the alarm threshold, the alarm will cease.

NOTES

« When one unit is triggered, other interconnected units will sound. If the smoke alarm and CO alarm are triggered in the network at the same time,
e 22 e

the alarm signal of the smoke alarm will take priority over that of the CO alarm.
« This alarm has a relay function that extends the wireless interconnected network for wide detection coverage.

5.3 Peak Concentration Memory and Reset

The peak CO concentration feature is helpful in identifying if there have been any dangerous CO readings since a peak CO concentration reset.

Each time you push the test button, the LCD displays the peak CO concentration recorded since the previous reset. The peak CO concentration will be
displayed for 5 seconds, and then the device will enter standby mode. In the example, 300 ppm was the maximum CO concentration recorded since
the unit was last reset.

fom)
o 300

Peak CO Concentration Reset: During the 5 seconds when the LCD displays the peak CO concentration, press and hold the test button for 3 seconds,
the device will beep, the LED will flash green, and the peak CO concentration will be reset with LCD displaying “0."
NOTE: if the carbon monoxide concentration is lower than 30 ppm, it will not be recorded in the peak CO concentration.

5.4 Silence Mode
If there is a false alarm, you can temporarily silence it by pressing the test/silence button on the device or in the app. You will receive an instant
notification from the app telling you that the device has been temporarily silenced. The LED will flash red 4 times every 5.8 seconds to remind you that
the alarm has been silenced. The alarm will automatically exit silence mode after 9 minutes.
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During silence mode, if the carbon monoxide concentration remains greater than 50 ppm after 6 minutes, the device will be triggered again; if not, the

device will automatically exit the silence mode after 9 minutes, and the LED will flash green 3 times continuously. If the CO concentration exceeds 300

ppm, the silence function cannot be enabled.

NOTES

« When one unit is triggered, other interconnected units will sound. If the smoke alarm and CO alarm are triggered in the network at the same time,
the alarm signal of the smoke alarm wili take priority over that of the CO alarm.

« This alarm has a relay function that extends the wireless interconnected network for wide detection coverage.

WARNING:

« Any remote silencing function can only be used within the line of sight of the CO alarm.

« If there is any doubt about the cause of the alarm, it should be assumed that the alarm was triggered by dangerous levels of carbon monoxide, and
the residence should be evacuated.

5.5 Low-Battery Mode

If the battery is low, the unit will chirp once, and the LED indicator will flash yellow every 60 seconds to indicate that the battery needs replacement. A
low battery notification will be sent to your smartphone by the app.

If you press the test button when the battery is low, the chirp will temporarily stop for 10 hours, but the LED flashes yellow once every 60 seconds; if
you press the test button again, the unit will enter the test mode and then exit silence mode during low battery.

5.6 Fault Mode
When the device sensor fails (including sensor open circuit and short circuit), the LED will flash yellow twice every 60 seconds, accompanied by two
alarm sounds.
The fault code E04 indicates a short circuit, while E03 indicates an open circuit.
e 24 e

5.7 End-of-Life Mode

Once the maximum lifetime (10 years) is reached, the alarm will emit 3 beeps and the LED indicator will flash yellow 3 times every 60 seconds. This end-of-life
signal can be silenced temporarily for 22 hours by pressing the test button. During the silence period, the LED will flash yellow 3 times every 60 seconds.

The end-of-life silence feature can only be used for a total of 30 days. After 30 days, the end-of-life signal cannot be silenced. During this end-of-life
hush period, your alarm continues monitoring CO and providing protection as usual.

6 Daily Maintenance

To keep your alarm in good working order, you should adhere to the following steps.

1. Test the alarm once a week by pressing the test/silence button.

2.Vacuum the alarm cover once every three months to remove any accumulated dust.

3. Never use detergents or solvents to clean the alarm. Chemicals can permanently damage or temporarily contaminate the sensor.
4. Avoid spraying air fresheners, hair spray, paint or other aerosols near the alarm.

5. Do not paint the unit. Paint may clog the openings to the sensing chamber and prevent the unit from operating properly.

WARNING: DO NOT TAMPER WITH THE APPARATUS, AS THERE IS A RISK OF ELECTRIC SHOCK OR MALFUNCTION.

7 Audio-Visual Display

While detecting CO, the LCD will display different indicators to inform you of the alarm status, as shown below:
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Standby Mode

Unit that
detected CO
and initiated an
alarm.

t0 999 ppm has been present for a
certain time period. The blue
backlight is lit, and the LED indicator

flashes red 4 times every 5.8 seconds.

repeating every 5.8
seconds.

LCD Display | LED Indicator Audible Alarm | Remarks
Runs through 8 cycles 1 quick beep. Make sure the battery insulating film is
(yellow/green/red) in sequence. removed and the device is turned on.
The LED indicator flashes green None. None.
once every 60 seconds.
A CO concentration ranging from 50 | 4 quick beeps Dangerous CO concentration is

detected, and has reached the alarm
status. Please refer to "What to Do
When the CO Alarm Sounds".

All other
interconnected
units in the
network.

The LED flashes red and green 3
times sequentially every 4
seconds.

3long beeps
every 4 seconds.

Dangerous smoke concentration is
detected by the initiating unit in the
network.

Please find the initiating unit and
take action.

The LED flashes red 4 times, then
the green LED flashes once every
5.8 seconds.

4 quick beeps
repeating every 5.8
seconds.

Dangerous CO concentration is
detected by the initiating unit, and
has reached the alarm status.
Please find the initiating unit and
refer to "What to Do When the CO
Alarm Sounds".
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Test Mode

Unit that
detected CO
(alarm not
initiated).

CO concentration
level drops.

Test a single unit.

Test all
interconnected
units.

A CO concentration level ranging
from 50 to 999 ppm has been
detected, but for less than the
allotted detection period. The
green LED indicator flashes once
every 60 seconds.

None.

Dangerous CO concentration

is detected, but has not reached the
alarm status. Potentially dangerous
CO conditions exist.

Please search for the CO source first.
Open nearby windows and doors,
and immediately move to fresh air.

The LED indicator flashes green
once every second for 5 seconds.

None.

Alarm cancellation: when the CO
concentration level drops below the
alarm threshold, the alarm signal
will stop. Then, the alarm goes back
to the standby mode.

2 sets of 4 red flashes.

2 sets of 4 quick
beeps.

- Press the Test/Silence button.

- Tap the Device Test button in the
app (for devices connected to the
base station).

Peak CO level recorded since the
previous reset.

The LED indicator flashes red
rapidly.

Continuous
beeping until you
release the
Test/Silence button.

Initiating alarm.
Hold down the Test/Silence button
on one unit in the network.
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Peak CO Concentration
Indication

Peak CO Concentration
Reset

Silence Mode

The LED flashes red and green
sequentially.

Other interconnected alarms in the
network.

The LED indicator flashes green 1 beep.

once.

The LED indicator flashes green 1 beep. The peak CO concentration will be

once. reset with LCD displaying “0."

The LED indicator flashes red 4 None. CO silence mode: After 9 minutes,

times every 5.8 seconds. the unit will exit silence mode.

The LED indicator flashes yellow None. Silence mode during low battery:

once every 60 seconds. After 10 hours, the unit will exit
silence mode.

The LED indicator flashes yellow 3 | None. Silence mode during the end of

times every 60 seconds.

the cycle: After 22 hours, the unit
will exit silence mode.
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Low Battery

End of Life

8 Troubleshooting
PROBLEM

Your alarm does not sound during testing.

The LED indicator flashes green 3
times.

None.

Exiting silence mode.

Display alternates between "Lb"
and the current CO level. The LED
indicator flashes yellow once
every 60 seconds.

1 quick beep every
60 seconds.

The battery must be replaced
immediately.

The LED indicator flashes yellow
twice every 60 seconds.

2 beeps every 60
seconds.

Replace the unit immediately.

The LED indicator flashes yellow 3
times every 60 seconds.

3 quick beeps
every 60 seconds.

Replace the unit immediately.

\ SOLUTION

- Make sure the battery insulating film is removed and the device is turned on.
« Make sure you push the test button firmly.
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- Check the installation positioning. The wireless signal might be blocked or out of range.

The LED flashes yellow once every 60 seconds with | The battery is low. Replace the battery immediately.
one beep.

The LED flashes yellow twice every 60 seconds with | The alarm is malfunctioning. Replace the device immediately.
2 beeps

The LED flashes yellow 3 times every 60 seconds with | The maximum lifetime (10 years) is reached. Replace the alarm immediately. If immediate
3 beeps. replacement is not possible, you may push the Test/Silence button once to silence for 22 hours.

9 Limitations of CO Alarm

1. CO alarms may not wake up all individuals. If children or others do not readily awaken to the sound of the CO alarm, or if there are infants or family
members with mobility limitations, make sure that someone assists them in the event of an emergency.

2. This CO alarm will not sense carbon monoxide that does not reach the sensor. This CO alarm will only detect CO that reaches the sensor. CO may be
present in other areas. Doors or other obstructions may affect the rate at which CO reaches the CO alarm. For this reason, if bedroom doors are usually
closed at night, it is recommended that you install a CO alarm in each bedroom and in the hallway between them.

3.CO alarms may not sense CO on another level of the house. For example, a CO alarm on the second level, near the bedrooms, may not sense CO in
the basement. For this reason, one CO alarm may not give an adequate warning. Complete coverage is recommended by placing CO alarms on each
level of the house.

4.CO alarms may not be heard. The alarm buzzer noise level is over 85 dB at a distance of 3 m (10 feet). However, if the CO alarm is installed outside the
bedroom, it may not awaken a sound sleeper or one who has recently used drugs or has been drinking alcohol. This is especially true if the door is

e30 e

closed or only partially open. Even persons who are awake may not hear the alarm horn if the sound is blocked by distance or closed doors. Noise
from traffic, stereos, radios, televisions, air conditioners, or other appliances may even prevent alert persons from hearing the alarm horn. This CO
alarm is not intended for people who are hearing impaired.

5.CO alarms are not a substitute for a smoke alarm. Although fire is a source of carbon monoxide, this CO alarm does not sense smoke or fire. This CO
alarm senses CO that may be escaping unnoticed from malfunctioning furnaces, appliances, or other possible sources of incomplete combustion. The
installation of a smoke alarm is required for an early warning of fire.

6.CO alarms are not a substitute for life insurance. Though these CO alarms warn against increasing CO levels, we do not warrant or imply in any way
that they will protect lives from CO poisoning. Homeowners and renters must still insure their lives.

7.CO alarms have a limited life. Although the CO alarm and all of its parts have passed many stringent tests and are designed to be as reliable as
possible, any of these parts could fail at any time. Therefore, you are strongly recommended to test your CO alarm weekly.

8.CO alarms are not foolproof. Like all other electronic devices, CO alarms have limitations. They can only detect CO that reaches their sensors. They
may not give early warning of rising CO levels if the CO is coming from a remote part of the house, or is at some distance from the CO alarm.

10 Statement

CAUTION: RF ENERGY EXPOSURE AND PRODUCT SAFETY GUIDE

« Before using this device, please read this guide which contains important operating instructions for safe usage, control information and operational
instructions for compliance with RF Energy Exposure limits in applicable national and international standards.

« User's instructions should accompany the device when transferred to other users.

Simple EU declaration of conformity

X-Sense Electronics Co,, Ltd. declares that the radio equipment type is in compliance with the essential requirements and other relevant provisions of

RED Directive 2014/53/EU and the RoHS Directive 2011/65/EU and the WEEE Directive 2012/19/EU; the full text of the EU declaration of conformity is

«37 e



available at the following internet address: www.x-sense.com.

Environmental Protection

The crossed-out wheeled-bin symbol on your product, literature, or packaging reminds you that all electrical and electronic products,
batteries, or accumulators must be taken to designated collection locations at the end of their working life. Do not dispose of these
products as unsorted municipal waste. Dispose of them according to the laws and rules in your area.

11 Manufacturer and Service Information
X-Sense Electronics Co., Ltd.
Address: Room 402, Building 4, No. 9, Jinshagang 1st Road, Shixia Village, Dalang Town, Dongguan City, 523750 Guangdong, P.R. China

Email: support@x-sense.com
Website: www.x-sense.com
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Dieses Benutzerhandbuch enthlt wichtige Informationen zur Installation und Bedienung Ihres Kohlenmonoxid-Melders. Bitte nehmen Sie sich einige
Minuten Zeit, um dieses Handbuch grindlich zu lesen und fur zukiinftige Referenz aufzubewahren. Wenn Sie den Kohlenmonoxid-Melder fur andere
installieren, mussen Sie dieses Handbuch — oder eine Kopie davon — beim Endbenutzer hinterlassen.

1 Einleitung

Dieses Gerdt ist ein batteriebetriebener Kohlenmonoxid-Melder (CO) mit einem fortschrittlichen elektrochemischen Sensor fur den Hausgebrauch.
Diese CO-Melder konnen mithilfe der X-Sense Home Security App mit der X-Sense SBS50-Basisstation verbunden werden. Nach der Verbindung mit der
Basisstation sind die Melder vernetzt, sodass alle Melder einen Alarm auslésen, wenn einer aktiviert wird.
Bitte beachten Sie, dass dieser Kohlenmonoxid-Melder dazu entwickelt wurde, Kohlenmonoxidgas aus jeglichen Verbrennungsquellen zu erkennen.
Dieses Gerét erkennt weder Rauch, Hitze, Flammen noch andere geféhrliche Gase aulRer Kohlenmonoxid, auch wenn Kohlenmonoxid bei einem Brand
entstehen kann. Daher missen Sie Rauchmelder installieren, um eine frihzeitige Warnung vor Branden zu erhalten und sich sowie lhre Familie vor
Feuer und dessen Gefahren zu schiitzen.
A WARNUNG
+ ACHTUNG: LESEN SIE DIE ANLEITUNG VOR DER BEDIENUNG ODER WARTUNG SORGFALTIG DURCH.
- DIE INSTALLATION DES GERATS SOLLTE NICHT ALS ERSATZVERWENDET WERDEN FUR DIE ORDNUNGSGEMASSE INSTALLATION, VERWENDUNG UND
WARTUNG VON BRENNSTOFFBETRIEBENEN GERATEN EINSCHLIESSLICH GEEIGNETER BE- UND ENTLUFTUNGSSYSTEME.

+ DIESES GERAT SOLLTE VON QUALIFIZIERTEM PERSONAL INSTALLIERT WERDEN.
+ WENN DAS GERAT MANIPULIERT WIRD, BESTEHT DIE GEFAHR EINES STROMSCHLAGS ODER EINER FEHLFUNKTION.
« ESIST NICHT FUR DIE VERWENDUNG IN EINEM WOHNWAGEN ODER BOOT GETESTET.
- DIESES PRODUKT IST FUR DIE VERWENDUNG IN GEWOHNLICHEN INNENRAUMEN VON FAMILIENWOHNEINHEITEN BESTIMMT.

©33 .



VORSICHT! 1.2 Technische Daten
Dieser Melder zeigt nur das Vorhandensein von Kohlenmonoxidgas am Sensor an. Kohlenmonoxidgas kann in anderen Bereichen vorhanden sein.

Stromversorgung

1.1 Produktiibersicht Maximale Nutzungsdauer
Batterielebensdauer

Sensor-Typ
Sicherheitsstandard
CO-Alarm Reaktionszeit

LCD-Display Test-/Stummschaltungstaste

SUMMEr =esersessresssmsnccanadeces ke

LED-Anzeige Betriebstemperatur:

(Rot/Gelb/Grin/Blau) Relative Luftfeuchtigkeit im Betrieb
Lagerung und Transport
Alarmgeréuschpegel

Stille Dauer

Band

Max. RF Leistung

Maximale Anzahl von zusammengeschalteten

co 3““ PPM CO-Konzentration Einheiten

Ubertragungsbereich

Spitzenkonzentration- Batteriestatus

sanzeige

3V (==) CR123A-Lithiumbatterie x 1 (austauschbar)

10 Jahre

5 Jahre

Elektrochemisch

EN 50291

50 ppm: 60-90 Minuten
100 ppm: 10-40 Minuten
300 ppm: < 3 Minuten

4,4-37,8°C

10%-85% RH (nicht kondensierend)

Dieses Gerat sollte bei -10-50°C, 5%-95% RH (nicht kondensierend) gelagert werden.

> 85dB bei3m @ 3,2 + 0,3 kHz pulsierender Alarm

< 9 Minuten

869,25-869,3 MHz

10mw

24 Funk-Einheiten (nur kompatibel mit X-Sense Link* Pro und Link* Funk-Meldern)

Uber 500 m in freier Luft
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1.3 Inhalt des Pakets

1 x CO-Melder

1 x CR123A-Batterie (vorinstalliert)
1 x Benutzerhandbuch

2 x Dubel

2 x Schrauben

1.4 CO-Konzentration und Symptome
Die folgenden Symptome stehen in Zusammenhang mit einer KOHLENMONOXIDVERGIFTUNG und sollten mit ALLEN Haushaltsmitgliedern besprochen werden:

Milde Exposition Leichte Kopfschmerzen, Ubelkeit, Erbrechen, Midigkeit (oft als "grippedhnliche" Symptome beschrieben).
Mittlere Exposition Starke, pochende Kopfschmerzen, Schlafrigkeit, Verwirrung, schneller Herzschlag.
Extreme Exposition Bewusstlosigkeit, Krampfe, kardio-respiratorisches Versagen, Tod.

A WARNUNG

- DIESES GERAT WURDE ENTWICKELT, UM PERSONEN VOR DEN AKUTEN AUSWIRKUNGEN EINER KOHLENMONOXIDBELASTUNG ZU SCHUTZEN. ES

BIETET KEINEN VOLLSTANDIGEN SCHUTZ FUR PERSONEN MIT BESTIMMTEN GESUNDHEITLICHEN BEDINGUNGEN. IM ZWEIFELSFALL IST EIN ARZT ZU
KONSULTIEREN.

« VIELE GEMELDETE KOHLENMONOXIDVERGIFTUNGEN DEUTEN DARAUF HIN, DASS DIE OPFER ZWAR WISSEN, DASS ES IHNEN NICHT GUT GEHT, DASS
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SIE ABER SO DESORIENTIERT SIND, DASS SIE NICHT IN DER LAGE SIND, SICH SELBST ZU RETTEN, INDEM SIE ENTWEDER DAS GEBAUDE VERLASSEN ODER
UM HILFE RUFEN. KLEINE KINDER UND HAUSTIERE SIND IN DER REGEL ALS ERSTE BETROFFEN.

1.5 Was tun, wenn der Alarm ertont

WARNUNG

Das Auslosen Ihres CO-Melders weist auf das Vorhandensein von Kohlenmonoxid (CO) hin, das LEBENSGEFAHRLICH sein kann. Wenn das

Alarmsignal ertont:

1) Betdtigen Sie die Test-/Stummschaltungstaste;

2) Rufen Sie Ihren Notdienst an;

3) Begeben Sie sich sofort an die frische Luft - ins Freie oder an eine offene Tur/Fenster. Fihren Sie eine Personenzahlung durch, um sicherzustellen,
dass alle Personen erfasst sind. Betreten Sie die Rdumlichkeiten nicht wieder und entfernen Sie sich nicht von der offenen Tur/dem offenen Fenster,
bis die Rettungskrafte eingetroffen sind, die Raumlichkeiten gelGftet wurden und Ihr Alarm in seinem normalen Zustand bleibt.

4) Wenn der Alarm nach Ausfiihrung der Schritte 1-3 innerhalb von erneut ausgeldst wird24 Stunden , wiederholen Sie die Schritte 1-3 und rufen Sie
einen qualifizierten Geratetechniker an, der die CO-Quellen von Brennstoff verbrennenden Anlagen und Gerédten untersucht und den
ordnungsgemalen Betrieb dieser Anlagen tberpruft. Wenn bei dieser Inspektion Probleme festgestellt werden, lassen Sie die Gerate sofort warten.
Beachten Sie alle Verbrennungsanlagen, die nicht vom Techniker Gberprft wurden, und konsultieren Sie die Anweisungen des Herstellers oder
wenden Sie sich direkt an den Hersteller, um weitere Informationen tber die CO-Sicherheit und diese Anlagen zu erhalten. Vergewissern Sie sich,
dass keine Kraftfahrzeuge in einer angebauten Garage oder in der Ndhe des Hauses betrieben werden.

1.6 Ausfiihrlichere Informationen liber Bedingungen, die zu voriibergehenden CO-Situationen fiihren
konnen, wie z.B.:

1. UbermaBiges Verschiitten oder umgekehrte Entliiftung von Brennstoffverbrennungsanlagen, verursacht durch:
« AuBere Umgebungsbedingungen wie Windrichtung und/oder -geschwindigkeit, einschlieflich starker Windbéen; schwere Luft in den Entliiftungsrohren
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(kalte/feuchte Luft mit langeren Zeitrdumen zwischen den Zyklen).
- Unterdruck, der durch den Einsatz von Abluftventilatoren entsteht.
- Gleichzeitiger Betrieb mehrerer brennstoffbetriebener Geréte, die um die begrenzte Raumluft konkurrieren.
- Der Anschluss der Entltftungsrohre von Waschetrocknern, Ofen oder Warmwasserbereitern vibriert lose.
« Hindernisse in unkonventionellen Entliftungsrohrkonstruktionen verstdrken die oben genannten Situationen.
2.Verlangerter Betrieb von Geréten, die mit nicht entliiftetem Brennstoff befeuert werden (Herd, Ofen, Kamin usw.).
3. Temperaturinversionen, die Abgase in Bodenndhe einschlieBen kénnen.
4. Auto im Leerlauf in einer offenen oder geschlossenen Garage oder in der Nahe eines Hauses.

2 Hinzufiigen der Melder zur Basisstation

2.1 Gerateeinstellung
Laden Sie die X-Sense Home Security App herunter

Um die herunterzuladen X-Sense Home Security App , scannen Sie den QR-Code oder suchen Sie nach im Apple
App Store oder Google Play. Melden Sie sich mit einer giltigen E-Mail-Adresse an. Wenn Sie bereits ein Konto
haben, stellen Sie sicher, dass die App auf die neueste Version aktualisiert ist.

Hinweis: Stelien Sie sicher, dass thr Smartphone iOS 11 oder héher bzw. Android 8.0 oder héher unterstiitzt.
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Bevor Sie Gerite verbinden, stellen Sie sicher, dass:

1. Sie den Namen und das Passwort |hres Wi-Fi-Netzwerks kennen.

2. Sie Ihr Gerdt Uber ein 2,4 GHz Wi-Fi-Netzwerk verbinden (nicht kompatibel mit einem 5 GHz Wi-Fi-Netzwerk).
3. Sie sicherstellen, dass Bluetooth auf Ihrem Telefon aktiviert ist.

Hinweis: Wenn das Gerdit liber Wi-Fi konfiguriert wird, stellen Sie sicher, dass thr Mobiitelefon und die Geridte so nah wie méglich am Router sind,
um die Gerdtek ation zu beschieunit

So aktivieren Sie das Gerét

Dieses Geréat ist mit einer Batterie-Isolierfolie ausgestattet, um sicherzustellen, dass es wéahrend des Transports nicht eingeschaltet wird, bevor es das
Werk verlassen hat. Wenn Sie dieses Produkt installieren, missen Sie die Folie abziehen, bevor Sie das Gerét einschalten und aktivieren.

Isolierende Folie
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Ziehen Sie vor dem Gebrauch die Batterie-Isolierfolie aus dem Batteriefach, um das Gerat einzuschalten. Nach dem Einschalten des Geréts piept der Summer
einmal, die LCD-Hintergrundbeleuchtung leuchtet auf und die LED-Anzeige blinkt in 8 Zyklen (gelb/griin/rot). Das Gerét wechselt dann in den Standby-Modus.
Gehen Sie wie folgt vor, um die Abdeckung des Batteriefachs zu 6ffnen:

Halten Sie den Wecker mit beiden Handen und legen Sie Ihre Daumen auf beide Enden des Batteriefachdeckels. Driicken Sie dann die Abdeckung mit
etwas Kraft nach oben, um sie zu entfernen.

Verbindung des Link* Pro Kohl id-Melders mit der Basi ion

Der Link* Pro Kohlenmonoxid-Melder kann Gber das drahtlose Netzwerk mit der Basisstation verbunden werden. Wenn der Melder mit der Basisstation
verbunden ist, kénnen Sie Push-Benachrichtigungen erhalten, egal wo Sie sich befinden, um tber den Gerétestatus informiert zu bleiben und einen
Alarm von lhrem Smartphone aus stummzuschalten.
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Hinweis: Stellen Sie sicher, dass die Basisstation erfolgreich zur App hinzugefiigt wurde, bevor Sie Gerdte zum System hinzufiigen.

1. Tippen Sie auf , ®@" und wéhlen Sie ,Kohlenmonoxid-Melder” aus, und wahlen Sie dann ,Link+ Pro CO-Melder (Arbeitet mit der SBS50-Basisstation)”
aus der Produktliste. Geben Sie einen Namen fur den Melder ein. Wéhlen Sie dann den Raum aus, in dem er installiert ist. Tippen Sie auf ,Weiter’, um
die Pairing-Seite zu &ffnen.

2. Befolgen Sie die Anweisungen auf der Seite, indem Sie die Test-/Stummschaltungstaste des Melders schnell zweimal driicken, bis die LED schnell
grin blinkt, was bedeutet, dass das Gerat auf die Verbindung mit dem Wi-Fi wartet.

3. Tippen Sie auf ,Weiter”, um das Gerat hinzuzufigen. Sie horen ,Ready to add the device.”

4. Nach erfolgreicher Verbindung horen Sie ,Device added” und die Seite ,Gerat hinzugefigt” wird angezeigt. Dann kénnen Sie den Kohlenmonox-
id-Melder in der Gerateliste finden.

5. Wenn Sie mehrere Gerdte zum System hinzufligen mochten, wiederholen Sie die oben genannten Schritte.

Driicken Sie zweimal kurz die

Die LED-Anzeige Test-/Stummschalttaste

blinkt griin.

HINWEIS: Wenn Sie den Kohlenmonoxidalarm mcht mnerhalb von 60 Sekunden zum Netzwerk hinzufiigen, verlisst das Gerdt automatisch die
Netzwerkkonfiguration. Um wieder in die Netzwerk ation miissen Sie unter die oben genannten Schritte wiederholen.
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2.2 Funktionen der App

Benachrichtigungen: Sie erhalten Push-Benachrichtigungen tber die App bei CO-Alarm, Gefahr beseitigt, niedrigem Batteriestand, Geratefehlfunktion,
Ende der Lebensdauer usw.

Geratetest: Tippen Sie einfach auf die Schaltflache "Gerat testen" in der App, um zu testen, ob das Gerat ordnungsgemal funktioniert.
Gerétefreigabe: Sie konnen das Gerét mit Ihren Familienmitgliedern und Freunden teilen. Sie erhalten App-Push-Benachrichtigungen fir Alarme und
haben die Moglichkeit, das Gerat stumm zu schalten, historische Ereignisse anzuzeigen usw.

3 Vernetzen der Melder ohne Verbindung zur Basisstation

Wenn Sie die Kohlenmonoxid-Melder nicht mit der Basisstation verbinden mochten, kénnen Sie die Kohlenmonoxid-Melder mithilfe der HF-Technologie
verbinden, um ein vernetztes Alarmsystem zu erstellen. Sie werden jedoch keine Push-Benachrichtigungen mehr auf Ihrem Telefon von der X-Sense
Home Security App erhalten.

Hinweis: Die XCO1-M Kohlenmonoxid-Melder kénnen (iber eine drahtlose Vernetzung mit den X-Sense Link* Pro und Link* Meldern verbunden
werden, ohne mit der Basisstation verbunden zu sein.

3.1 Sorichten Sie die Funk-Melder ein und vernetzen sie
Alle X-Sense Funk-Melder mit Vernetzung enthalten ein eingebautes RF-Modul, mit dem Sie zwei oder mehr vernetzte Melder drahtlos verbinden und
ein vernetztes System erstellen kdnnen. Wenn ein Gerat ausgeldst wird, erténen alle vernetzten Melder. Die X-Sense-Serie der Funk-Melder umfasst
drahtlos vernetzte Rauchmelder, drahtlos vernetzte Kohlenmonoxid-Melder und drahtlos vernetzte Rauch- und Kohlenmonoxid-Melder. Dieses Modell
ist daflir ausgelegt, drahtlos mit anderen X-Sense Funk-Meldern zu vernetzen, jedoch nicht fiir die Kommunikation mit Funk-Meldern anderer Hersteller.
Die X-Sense Funk-Melder in einem Mehrfachpack sind bereits miteinander vernetzt, und die Melder in jedem Mehrfachpack haben ihr eigenes
unabhéngiges vernetztes System. Wenn Sie mehr als ein Mehrfachpack haben, missen Sie alle Gerate zu demselben Netzwerk verbinden. Wéhlen Sie
ein Mehrfachpack als Ihr Basisnetzwerk und verbinden Sie die anderen Mehrfachpacks damit.
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HINWE/S: Die folgenden A i zur drahtl Vernetzung gelten nur fiir die X-Sense Link* Pro und Link* Funk-Melder mit Vernetzung.

Wie man zusammenschaltet

1. Achten Sie darauf, dass Sie nur mit 2 Gerdten gleichzeitig arbeiten und dass beide Geréte eingeschaltet sind, um eine erfolgreiche Verbindung zu
gewdhrleisten
HINWEIS: Um den XC01-M einzuschalten, ziehen Sie die Batterie-Isolierfolie aus dem Batteriefach. Um zu erfahren, wie Sie die verschiedenen
Modelle der drahtlosen Alar i einschalten k6 lesen Sie bitte die jeweiligen Bedienungsanleitungen.

2. Driicken Sie die Test-/Stummschalttaste an einem der beiden Geréte 4 Mal; es ertont ein Piepton und die LED blinkt langsam rot, um anzuzeigen, dass das
Gerat in den Pairing-Modus gegangen ist und darauf wartet, dass ein neues Gerat hinzugefiigt wird. Driicken Sie am anderen Gerét zweimal schnell die
Test-/Stummschalttaste; es piept einmal und die LED blinkt schnell rot, um anzuzeigen, dass es nach einem Gerdt sucht, mit dem es sich verbinden kann.

3. Nachdem die Suche erfolgreich war und eine zusammengeschaltete Gruppe erstellt wurde, piepen beide Geréte einmal und verlassen automatisch
den Verbindungsmodus. Zu diesem Zeitpunkt blinken beide Geréte nur noch einmal alle 60 Sekunden, um anzuzeigen, dass sie sich im normalen
Standby-Modus befinden.

4.Wenn Sie einen dritten Alarm an diese Gruppe anschlieBen mochten, aktivieren Sie zunachst ein neues Gerat gema@ seiner Bedienungsanleitung
und driicken Sie dann schnell 4 Mal die Test-/Stummschalttaste an einem der beiden zuvor verbundenen Geréte. Dieses Gerat gibt einen Signalton
ab und die LED blinkt langsam rot, was anzeigt, dass es bereit ist, ein neues Gerdt zum Netzwerk hinzuzufiigen. Als ndchstes driicken Sie zweimal
kurz die Test-/Stummschalttaste des neuen Geréts. Die LED blinkt schnell rot, wéhrend es nach einem Netzwerk sucht, mit dem es sich verbinden
kann. Nachdem sich das dritte Gerat erfolgreich in das Netzwerk eingeklinkt hat, piepen beide Gerate einmal und verlassen automatisch den
Verbindungsmodus.

5.Wenn Sie weitere Geréte anschliefen mochten, wiederholen Sie einfach Schritt 4. Bis zu 24 Alarme konnen auf diese Weise miteinander verbunden
werden. Um sicherzustellen, dass alle Alarme in dasselbe vernetzte Netzwerk gelangen, stellen Sie sicher, dass Sie nur mit 2 Geréten
gleichzeitig arbeiten - ein Gerdt geht in den Kopplungsmodus und das andere in den Suchmodus.

6.Testen Sie die Alarme gemal3 den Schritten im Abschnitt "Meldertest".
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